ALFQO® Standard-Blindniet CAD! [Serie
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60 15 - 35 10707300060 500 80 20 - 45 10707480080 500

30 80 30-55 10707300080 500 100 30 - 65 10707480100 500

100 50 - 7.0 10707300100 500 4.8 120 50 - 85 10707480120 500

d6,0-04 dm19 S 3,1 mm ===+ 1000N <> 1340N ! 140 65 - 100 10707480140 500

60 15 - 35 10707320060 500 160 80 - 120 10707480160 500

3,2 80 30 - 55 10707320080 500 180 95 - 135 10707480180 500
k6204  dm20 55 3,3 mm ==, 1180 N ,m* 1560 N dk9,0-05 dm27 oSS 4,9 mm “———» 3180 N <ﬂ]* 4220 N

60 15 . 35 10707400060 500 80 20 - 45 10707500080 500

70 20 - 45 10707400070 500 100 40 - 65 10707500100 500

80 30 . 55 10707400080 500 120 60 - 85 10707500120 500

4,0 100 50 - 7.0 10707400100 500 5,0 160 80 - 120 WO GL

120 85 . 90 10707400120 500 200 1,0 - 155 10707500200 500

160 80 - 125 10707400160 500 250 150 - 200 10707500250 250

dk75.05  dm23 e 4,1 mm ===, 2100N < 2800N S e 10707500300 20
dk93.05  dn29 5,1 mm w==5->3320N <} 4740N

6,4 00 30 - 50 10707640100 250
di 13416 dm38 Css> 6,5 mm ===>4920N  <}>5700N
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